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Weldcraft W-200 jrhsond <

Formerly WP-25

Model Applications Rated Output
QUi ck W-200 Pencil Flex Aerospace Precision Fabrication DC: 200 A, AC: 140 A
Food/Beverage Industry Shipbuilding D le 100%
sPecs Light and Heavy Manufacturing uty Cycle °
l;/la;mt/ecn;ncq a?d Repair Electrode Range
etro/lhemica .020-1/8in. (0.5-3.2 mm)

W-200 Pencil Flex TIG Torch

Formerly known as the WP-25, the W-200 Pencil Flex is a versatile
torch optimized for use in limited-access welding situations. The
W-200 Pencil Flex offers comfort and control in an innovative
design suitable for use in a variety of welding applications.

Pencil-style, flexible neck designed for both high-amperage
applications and confined area access.

Decreased downtime and longer trouble-free service
due to overheating with the innovative cooling design.

Comfort and control are increased with the light,
well-balanced body design.

W-200 Pencil Flex
(WP-25)

Note: Torch delivered may vary
slightly from image shown.
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Torch is warranted for 1 year parts.
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Torch Packages

Models Braided Rubber Vinyl
0ld Model New Name 25ft. (7.6 m) 25ft. (7.6 m)
WP-25 W-200 Pencil Flex WP-25-25-R WP-25-25

Torch packages include torch body, handle, power cable, gas hose, and water hose.

Connectors

Power Cable Connectors

195 380 195 377 45V11 225 028
50-mm Dinse-style gas thru 50-mm Dinse-style with water Power cable adapter 50-mm thread lock-style
with gas and water return lines return line for water-cooled torch. for water-cooled torch. for water-cooled torch.

for water-cooled torch.

Machines Connection Type 1-Piece Power Cahle Connector
TIG Machines
Syncrowave® 200/210 50-mm Dinse, Gas Thru 195 380
Syncrowave® 250 DX/350 DX (Dinse) 50-mm Dinse 195 377
Syncrowave® 250 DX/350 DX (Stud) 1/2-in. Stud 45V11
Dynasty® 200/350, Maxstar® 200/350 50-mm Dinse 195 377
Dynasty® 700, Maxstar® 700 50-mm Thread Lock 225 028
Multiprocess Machines
Dimension™ 302/452/NT 450/652 1/2-in. Stud 45V11
PipeWorx 1/2-in. Stud 45V11
XMT® 304/350 50-mm Dinse 195 377
XMT® 450 1/2-in. Stud 45V11
Engine-Driven Machines
Most Big Blue® Trailblazer® Bobcat™ 1/2-in. Stud 45V11
Blue Star® and Wildcat® models
Big Blue® 450 Duo CST 50-mm Dinse 195 377
General Reference
50-mm Dinse 195 377
50-mm Dinse, Gas Thru 195 380
50-mm Thread Lock 225028
1/2-in. Stud 45V11
Other Adapter
Stud to Dinse Adapter 232728
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Consumables (Refer to Owner’s Manual for additional replacement parts.)
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Non-Gas Lens
Electrode Size —inch (mm) .020 (0.5) .040 (1.0) 1/16 (1.6) 3/32 (2.4) 1/8(3.2)
1 Insulator (required) 9-4 9-4 9-4 9-4 9-4
2 Collet 13N20 13N21 13N22 13N23 13N24
3 Collet Body 13N25 13N26 13N27 13N28 13N29
Nozzle Size —size # (inch) 3 (3/16) 4(1/8) 5 (5/16) 6 (3/8) 7(7116) 8(1/2) 10 (5/8) 12 (3/4) Short
4 Alumina — 13N08 13N09 13N10 13N11 13N12 13N13 — —
* Lava — 13N14 13N15 13N16 13N17 13N18 13N19 — —
* Long Lava 796F70 7T96F71 796F72 T96F73 — — — — —
* X-Long Lava T96F74 T96F75 796F76 T96F77 — — — — —
Gas Lens
Electrode Size —inch (mm) .020 (0.5) .040 (1.0) 1/16 (1.6) 3/32 (2.4) 1/8(3.2)
1 Insulator (required) 9-4 9-4 9-4 9-4 9-4
2 Collet 13N20 13N21 13N22 13N23 13N24
5 Gas Lens 45V41 45V42 45V43 45V44 45V45
Nozzle Size — size # (inch) 3 (3/16) 4(1/4) 5 (5/16) 6 (3/8) 7(7/16) 8(1/2) 10 (5/8) 12 (3/4) Short
6 Alumina Gas Lens — 53N58 53N59 53N60 53N61 53N61S — — -
Large Diameter Gas Lens
Electrode Size —inch (mm) .020 (0.5) .040 (1.0) 1/16 (1.6) 3/32 (2.4) 1/8 (3.2)
7 Insulator (required) 54N63-20 54N63-20 54N63-20 54N63-20 54N63-20
8 Collet 13N20L 13N21L 13N22L 13N23L 13N24L
9 Large Diameter Gas Lens 45V0204S 45V02048 4571168 451648 9957958
Nozzle Size —size # (inch) 3 (3/16) 4(1/4) 5 (5/16) 6 (3/8) 7(7116) 8(1/2) 10 (5/8) 12 (3/4) Short
10 Large Dia. Gas Lens — — — 57N75 — 57N74 53N88 53N87 53N89
* Large Dia. Gas Lens-L — — — 57N75L — 57N74L 53N88L 53N87L —
* Large Dia. Gas Lens-XL — — — 57N75XL — 57N74XL 53N88XL 53N87XL —
* Large Dia. Gas Lens-XXL — — — 57N75XXL — 57N74XXL = 53N88XXL | 53N87XXL —

*Not shown.
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Tungsten

A Line of Premium Tungsten for the Most Demanding TIG Welding Applications!

Available in four types and industry-standard diameters, Weldcraft’s premium line of tungsten electrodes have undergone rigorous testing
to ensure the highest quality and durability. Color-coded packages include ten seven-inch (175 mm) tungsten electrodes.
Note: Refer to manufacturer MSDS sheets for proper preparation and safety. Use proper ventilation/capture during preparation. Refer to manufacturer warning regarding ventilation.

Genuine Miller Accessories

Wireless
Remote Foot
Control
#300 429
For remote
Q current and
contactor
control. Receiver plugs directly into the
14-pin receptacle of Miller machine.
90-foot (27.4 m) operating range.

Wireless Remote Hand
Control #300 430

For remote current

and contactor control.
Receiver plugs directly
into the 14-pin
receptacle of Miller
machine. 300-foot (91.4 m) operating range.

RCCS-14 Remote Contactor and

Current Control #043 688

North/south rotary-motion fingertip control
fastens to TIG torch using two Velcro®
straps. Includes 26.5-foot (8 m) control
cord and 14-pin plug.

N -

RCC-14 Remote Contactor and

Current Control #151 086

East/west rotary-motion fingertip control
fastens to TIG torch using two Velcro®
straps. Includes 26.5-foot (8 m) cord and
14-pin plug.
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Diameter Diameter
Type in. (mm) Part # Type in. (mm) Part #
2% Carialed (EWGo-2) CheEW?) ]
Performs well in DC welding | 0.040 (1.0) | WC040X7 | Forms a clean, balled end 0.040 (1.0) -
and arc starting at low- 1/16 (1.6) | WC116X7 when heated and provides | 1/1g (1.6) | WP116X7
current settings, and offers good arc stability for AC
excellent performance in 3/32(24) | WC332X7 welding with a balanced or 3/32(24) | WP332X7
AC processes. 1/8(3.2) | WCO18X7 | ynbalanced squarewave or | 1/8(3.2) | WPO18X7
5/32 (4.0) | WC532X7 | sine wave. 5/32 (4.0) —
2% Lanthanated (EWLa-2)
Provides excellent arc 0.040 (1.0) | WL2040X7 | Combines the best of all 0.040 (1.0) —
starting, arc stability and 1/16 (1.6) | WL2116X7 alloying elements, and 1/16 (1.6) | WG116X7
re-ignition, and less tip provides excellent arc
erosion in AC or DC 3/32(24) | WL2332XT | po1yiivy in AG or DG 3/32(2.4) | WG332X7
welding. Can substitute 1/8(3.2) | WL2018X7 | \elding. 1/8(32) | WG018X7
for 2% Thoriated. 5/32 (4.0) | WL2532X7 5/32 (4.0) -

Cable Covers
#WC-3-10 10 ft. (3 m)
#WC-3-22 22 ft. (6.7 m)

Extension Kit
#EK-1-25-R 25 ft. (7.6 m), rubber

Low-Conductivity TIG
Coolant #043 810
.. Sold in multiples of four

. - . in one-gallon recyclable
= Bl —  plastic bottles. Miller
" "~ coolants contains a base
of ethylene glycol and deionized water to
protect against freezing to -37° Fahrenheit
(-38°C) or boiling to 227° Fahrenheit (108° C).

“E

MillerWelds.com E3

© 2013 Miller Electric Mfg. Co.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue true
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.40
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /SyntheticBoldness 1.000000
  /Description <<
    /ENU <FEFF>
  >>
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


